REPLACE BOTTOM TWO
STAIRS AS SHOWN ——————

EXISTING RETURN AIR REI\/IAINNSM<
BEARING WALL ALIGNED
WITH BEAM BENEATH
SHELF AND COUNTER T

i‘

GAS
FIREPLACE

EXISTING BRICK MASONRY PARTY WALL

DROPPED CEILING OVER FOYER. 1/2" GWB ON 2X3
STRAPPING ON EXISTING CEILING JOIST. SEE
FIRST FLOOR PLAN DWG. A3

RECESSED LIGHT

NEW FLUSH BEAM HOLDING UP
SECOND FLOOR SHOWN DOTTED

PANTRY
FRIDGE

LAUNDRY CHUTE

EXISTING BRICK MASONRY WALL REMAINS AND
IS EXOSED FROM BOTH SIDES ON INTERIOR OF
BUILDING. POWER WASH OR SANDBLAST AS
REQUIRED TO PROVIDE DESIRED FINISH

p NEW COUNTER AND CABINETS
/ EXTERIOR WALL TYPE 'W2' SEE DWG A1
/ DROPED CEILING CENTERED ON REAR
K DOOR WITH TWO RECESSED LIGHTS

O
O O
(] O
PASS THROUGH COUNTER
INFILL EXISTING OPENING
BENEATH COUNTER WITH
BRICK TO MATCH EXISTING
2 EXTERIOR WALL TYPE 'w3.
DA\ SEE DWG A1
TILE AS FIRST STEP DOWN TO PATIO
3D VIEW TOWARD FIRST FLOOR
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